
TELECOMMUNICATION

System Scheme

Control module

IR module

Test module

Measure cell impedence online

24*7 Automatic test cell voltage and alarm

Intelligent data analysis

Remote monitoring 

System Model: BM3500-0228 

Capacity of the battery: 7Ah-4500Ah

Voltage of the battery:  2V, 6V, 12V

Recommend Application: High capacity batteries of

Telecommunications

KOKII BM3500
SPECIAL FOR TELCOM

System Configuration

BM3500 systems are consist of Control Module, Monitoring 

Module, IR Module and Accesssaries.

Control Module(CM)

Human-Machine Interface for local monitoring 

RS232/485 port for remote monitoring 

Intelligent data processing and analyzing

Making out-limit alarms

Relay output when out-limit alarm occurs

Test Module(TM)

Realtime cell data monitoring

Module type & easy expanding. 

Different numbers  of Monitoring Module can be used upto 

different string configuration.

One Test Module can test MAX 28cells

IR module(RM)

Special design & pantented technology for IR monitoring for 

each cell

Accessary

Including connection accessaries,tempurature sensor etc.

Key Functions

Monitoring Items

      - Cell Voltage

      - Cell Internal Resistance(IR) 

      - String Voltage 

      - String Charge & Discharge Current

      - String Ambient Tempurature

Alarm Items

      - String Charge Voltage High/Low

      - Discharge Current High(Optional)

      - Charge Current High(Optional)

      - String Over-discharge 

      - Cell Charge Voltage High/Low

      - Cell IR Over Limit

      - Cell Over Discharge

      - Cell Short Circuit

      - Cell Open Circuit



BM3500-C48

Control Module

BM3500-T48

Test Module

BM3500-R48

IR module

Specifications

T48 

Operating voltage   48VDC   

Scan Channel Max   28 cells

Isolation Protection   > 5M

Dielectric Strength   50Hz 1500V/min

Leak Current   < 5mA 

Grounding   Less than  0.5

Interface                   RS232C  RS485 

Dimension   443 W * 272 D * 42 H(mm)

C48  

Operating voltage   5VDC(from TM)

Interface    STN LCD / Touch Pannel

Resolution   128 (W) x 64(H)

LCD  life    Average 50,000 Hours(25C Degree)

Back light    3-colored LED(Green, Red, Orange)

MEMORY    SRAM 

Dimension   180 W * 40 D * 110 H(mm)

R48 

Operating Voltage   48VDC  

Power Protection                  3A fuse

Isolation Protection   >5M

Dielectric Strength   50Hz 1500V/min

Leak Current   <5mA

Grounding   Less than 0.5

IR Signal                   10Hz 4A

Dimension   443 W * 272 D * 42 H(mm)

Functional Specifications

Cell Voltage                    0 ~5VDC

Voltage Accuracy                    0.5%

Internal Resistance Range    0~5 m

Internal Resistance Resolution    0.001m

String Voltage                    0 ~120VDC

Voltage Accuracy                     0.5%

String Current Range    0~1000A(Option)

Current Accuracy                    0.1% + sensor accuracy

Ambient Temperature Range    5 -45

Temperature Accuracy                   1


