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KOKII BM9500
Ultimate Version

3rd generation technologies
Both impedance and connection resistance monitoring
Direct link to MyBattery.info informatics platform
Multiple communication options



Specifications
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Operating voltage   5VDC  (from TM)

Interface    STN LCD / Touch Pannel

Resolution   128(W) x 64(H)

LCD  life    Average 50,000 Hours(5C Degree)

Back light    3-colored LED(Green, Red, Orange)

MEMORY    SRAM 

Dimension   180 W * 40 D * 110 H(mm)

Operating voltage   110/220VAC   

Scan Channel Max   40 cells

Isolation    > 5M�¡

Dielectric strength   50Hz 1500V/min

Leak Current   < 5mA 

Grounding   Less than  0.5�¡

COM. port   RS232C  RS485 Ethernet  Bluetooth  IrDA Wirless  

Dimension   443 W * 272 D * 42 H(mm)

Operating Voltage   110/220VAC  

Power Protection                  3A fuse

Isolation    >5M�¡

Dielectric strength   50Hz 1500V/min

Leak Current   <5mA

Grounding   Less than 0.5�¡

IR Signal                   10Hz 1A

Dimension   443 W * 272 D * 42 H(mm) 

Cell Voltage                    0 ~18VDC

Voltage Accuracy                    0.5%

Internal Resistance Range    0~5 m�¡

Internal Resistance resolution     0.001m�¡

String Voltage                    0 ~600VDC

Voltage Accuracy                     0.5%

String Current Range    0~1000A(Option)

Current Accuracy                    0.1% + sensor accuracy

Ambient Temperature Range    5�� -45��

Temperature Accuracy                   �f 1��


